EXTEND FIPE 37
INTO MANHOLE AND
GROUT SMOQTH

SHAFE CHANNEL TO T
MATCH BOTTOM HALF B8” MIN.
OF PIPE. FINISH SMOOTH.

COMPACTED 1"—0 CRUSHED
AGGREGATE BASE

6" MIN.

PCUR CONCRETE BASE ROUND OR
SQUARE AT CONTRACTOR'S OPRTION
UNLESS OTHERWISE SPECIFIED

EXTEND PIPE 3" BEYOND
INTERIOR WALL OF MANHOLE
AND GROUT SMOQTH ON INSIDE
AND QUTSIDE OF FIFE

A

CONSTRUCT INVERT CHANNELS TQ
UNIFORM FLOW LINES WITH GRADUAL
TRANSITION SECTIONS

MATCH CROWN ELEVATIONS OF

ALL MAINS AND SERVICE LATERALS.
PROMVIDE 0.2 FOOT MINIMUM FALL
THROUGH MANHOLE FOR
UKE—-SIZED FIFE.

\ AFFROVED MANUFACTURED FITTING
REQUIRED ON NON CONCRETE PIPE
TC PROVIDE WATERTIGHT SEAL

AT SPRING LINE OF PIPE,
EXTEND CHANNEL UP TO
CROWN LINE ON 12:1
BATTER — THEN SLOPE
SHELF AT 1:8 AS SHOWN

NOTES: SECTION A—A

1) CONCRETE SHALL ATTAIN A MINIMUM ULTIMATE
COMPRESSIVE STRENGTH OF 3000 P.S..

CITY OF CORVALLIS

ENGINEERING DIVISKON

2) GHANNELS SHALL BE CONSTRUGCTED TO PROMIDE
SMOOTH SLOPES AND RADI TO QUTLET PIPE.

3) FALL THROUGH MANHOLE MAY BE REDUCED TO
.1 FOOT WMTH PRIOR APPROVAL BY THE ENGINEER.

MANHOLE
BASE SECTION
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